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rts 3-18

rts retries 3-18

set 17-6

set BOOT 17-6

setting privilege levels 4-10

show cdp 13-5

show cdp entry 13-5

show cdp interface 13-5

show cdp neighbors 13-5

show cdp traffic 13-5

show controller dot11radio 3-4

show dot11 carrier busy3-21

spacing 3-7, 3-9

speed 3-1, 3-3

ssid 6-1

tftp_init 17-5

vlan 5-2

community strings

configuring 14-5
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using RCP 15-17

using TFTP 15-11

connections, secure remote4-39
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status 17-1
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login authentication command4-25
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See system message logging
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troubleshooting 17-3
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requirements and guidelines5-3
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name-to-address translation4-3
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See NTP
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pre-shared key 8-22

primary intersection 1-3

privileged EXEC mode A-2

privilege levels

exiting 4-11

logging into 4-11

overview 4-5, 4-10
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See PKI

Public Secure Packet Forwarding3-16
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configuration guidelines 11-4
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overview 11-1
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quality of service

See QoS
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configuring channel settings3-6

configuring transmit power 3-5

distance setting 3-15
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radio management 9-1
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vendor-proprietary 4-30
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operation of 4-20

overview 4-19
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TACACS+ 4-32
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Secure Shell

See SSH

Secure Shell (SSH)

See SSH
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troubleshooting 17-3

security settings, Express Security page2-4
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Simple Network Management Protocol

See SNMP

SNMP
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agent

described 14-3
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understanding 5-1
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without VLANs 4-11
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with open authentication, setting on client and access
point 8-24

with shared key authentication, setting on client and
access point 8-24

statistics
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SNMP input and output 14-10
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STP
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disabled 6-7
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overview 6-5
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syslog

See system message logging
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configuring

daylight saving time 4-46
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overview 4-41
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enabling 16-4
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configuring the daemon 16-10

configuring the logging facility 16-10
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authorization 4-36
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operation of 4-33

overview 4-32
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tar files

creating 15-5

displaying the contents of15-6

extracting 15-7

image file format 15-19

Telnet 2-1, 2-2

Temporal Key Integrity Protocol (TKIP) 8-1

Terminal Access Controller Access Control System Plus

See TACACS+

TFTP 17-5
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downloading 15-10

preparing the server15-10

uploading 15-11

image files

deleting 15-21

downloading 15-20

preparing the server15-19

uploading 15-22
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time zones 4-45
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transmit and receive antennas

configuring 3-13
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using TFTP 15-11
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preparing 15-19, 15-22, 15-27

reasons for 15-18

using FTP 15-26

using RCP 15-31

using TFTP 15-22

user EXEC mode A-2

username-based authentication4-9



Index

IN-12
Cisco 3200 Series Wireless MIC Software Configuration Guide

OL-6415-04

V

VLAN

and bridges 10-2

configuring 10-3

overview 10-1
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Wi-Fi Protected Access
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