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EDCS# 368350 

Application Note 

Cisco Unified CallManager 4.0-PBX Interoperability: Siemens 
Hicom 300E Release 3.1 to a Cisco 6608 Gateway with E1 PRI 
Euro with MGCP 

Introduction 
This is an application note for connectivity of the Siemens Hicom 300E with Cisco Unified CallManager Release 4.0 using a Cisco 6608 
gateway with E1 PRI Euro. 

 The network topology diagram (Figure 1) shows the test setup for end-to-end interoperability with the Cisco Unified CallManager connected 
to the PBX via 6608-E1 PRI link as MGCP gateway. 

 Connectivity is achieved by using the PRI EURO protocol type on the MGCP gateway and ETSI switch type on the Siemens Hicom 300 E 
PBX. 

 Basic calls work in both directions with Calling Number feature support 

Network Topology 

Figure 1.   Network Topology or Test Setup 
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Limitations 

Calling Name and Number Feature 
 The Siemens Hicom 300 E PRI Interface with ETSI protocol does not support Calling Name Delivery Presentation feature. 
 Cisco Unified CallManager 4.0 release does not support sending Connected Number information. 
 When calling from Cisco 7960 IP phone to Siemens digital phone, the Siemens phone display Calling Number and trunk name after the call 

is answered. The Cisco IP phone displays the Connected Number. 
 When calling from Siemens digital phone to Cisco 7960 IP phone, IP phone displays Calling Number after the call is answered. The Siemens 

phone however does NOT get updated when the call is answered. It displays the number being dialed and trunk name instead. It was 
verified that the Cisco Unified CallManager was not sending  “Connected Number" information. 

B-Channel Mapping 
 Siemens Hicom 330E PBX uses Timeslot channel numbering (1-15, 17-31) when ETSI protocol is selected, therefore the Cisco 6608-E1 

Gateway configuration for Channel IE Type field should be set to Timeslot Number. 

System Components 

Hardware Requirements 

 Cisco Catalyst 6000 Series Switch, with Cisco 6608-E1 gateway 
 Siemens Hicom 300E with DIU-N2 
 Cisco Unified CallManager 
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Software Requirements 

 Cisco Unified CallManager Release 4.0 
 Siemens PBX software 3.1 

Features 

Key Features Supported 
 Calling Number Identification Presentation 

Key Features Not Supported 
 Calling/Connected Name delivery is not supported by the Siemens Hicom 330E PRI Interface with ETSI protocol 
 Sending Connected Number is not supported by Cisco Unified CallManager 4.0 PRI trunk 

 

Configuration 

Configuration Sequence and Tasks 

1. Add the new access code to Dialing Plans using WABE + LDPLN. 
2. Add the new trunk board using BCSU. 
3. Configure Class of Trunk using COT. 
4. Configure Class of Parameter for device handler using COP. 
5. Configure Class of Service using COSSU. 
6. Add the new trunk group access code using BUEND. 
7. Configure trunk using TDCSU. 
8. Configure Reference Clock using REFTA. 
9. Configure trunk Least Cost Routing using LDAT + RICHT. 
10. Configure LCR Out-dial Rules using LODR. 

Configuration Menus and Commands 

Configuring the Siemens 300E PBX 

DPLN 
<DISPLAY-WABE:TYPE=GEN; 
DIS-WABE:GEN; 
H500:  AMO WABE  STARTED 
  ------------------------------------------------------------------------------ 
  | DIGIT INTERPRETATION                   VALID FOR ALL DIAL PLANS            | 
  ------------------------------------------------------------------------------ 
  |                 |    CALL PROGRESS STATE     |  DIGIT   | RESERVED/CONVERT | 
  |      CODE       |            1 11111 11112 22| ANALYSIS | DNI/ADD-INFO     | 
  |                 |0 12345 67890 12345 67890 12|  RESULT  | *=OWN NODE       | 
  ------------------------------------------------------------------------------ 
  | 001    - 003    |* ..... ..... ..... ..... ..| NETRTE   |                  | 
  | 004             |* ..... ..... ..... ..... ..| NETRTE   | R                | 
  | 005    - 006    |* ..... ..... ..... ..... ..| NETRTE   |                  | 
  | 1000            |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  25        | 
  |                 |                            |          |DNNO    0-  0- 25 | 
  | 11              |. ..... ..... ..... ....* ..| MBKY     |                  | 
  | 111             |. .**** ***** **... ..... ..| TIE      |                  | 
  | 222             |. .**** ***** **... ..... ..| OWNNODE  |                  | 
  | 3000            |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  33        | 
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  |                 |                            |          |DNNO    0-  0-333 | 
  | 4000   - 4050   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO 111        | 
  |                 |                            |          |DNNO    0-  0-111 | 
  ------------------------------------------------------------------------------ 
  | DIGIT INTERPRETATION                   VALID FOR ALL DIAL PLANS            | 
  ------------------------------------------------------------------------------ 
  |                 |    CALL PROGRESS STATE     |  DIGIT   | RESERVED/CONVERT | 
  |      CODE       |            1 11111 11112 22| ANALYSIS | DNI/ADD-INFO     | 
  |                 |0 12345 67890 12345 67890 12|  RESULT  | *=OWN NODE       | 
  ------------------------------------------------------------------------------ 
  | 4051   - 4599   |. .**** ***** **... ..... ..| STN      | R                | 
  |                 |                            |          |DESTNO   0        | 
  |                 |                            |          |DNNO    0-  0-222*| 
  | 4700   - 4999   |. .**** ***** **... ..... ..| STN      | R                | 
  |                 |                            |          |DESTNO   0        | 
  |                 |                            |          |DNNO    0-  0-222*| 
  | 5000   - 5009   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  55        | 
  |                 |                            |          |DNNO    0-  0- 55 | 
  | 5010            |. .**** *.*** **... ..... ..| ATNDIND  | R                | 
  | 5011   - 5020   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  55        | 
  |                 |                            |          |DNNO    0-  0- 55 | 
  | 5021   - 5050   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO 111        | 
  |                 |                            |          |DNNO    0-  0-111 | 
  | 5051            |. .**** *.*** **... ..... ..| ATNDIND  |                  | 
  ------------------------------------------------------------------------------ 
  | DIGIT INTERPRETATION                   VALID FOR ALL DIAL PLANS            | 
  ------------------------------------------------------------------------------ 
  |                 |    CALL PROGRESS STATE     |  DIGIT   | RESERVED/CONVERT | 
  |      CODE       |            1 11111 11112 22| ANALYSIS | DNI/ADD-INFO     | 
  |                 |0 12345 67890 12345 67890 12|  RESULT  | *=OWN NODE       | 
  ------------------------------------------------------------------------------ 
  | 5500   - 5501   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  56        | 
  |                 |                            |          |DNNO    0-  0-560 | 
  | 555             |. .**** ***** **... ..... ..| TIE      |                  | 
  | 560             |. .**** ***** **... ..... ..| TIE      |                  | 
  | 6000            |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  33        | 
  |                 |                            |          |DNNO    0-  0-333 | 
  | 7000   - 7002   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO  56        | 
  |                 |                            |          |DNNO    0-  0-560 | 
  | 79              |. .**** ***** **... ..... ..| TIE      |                  | 
  | 8000   - 8019   |. .**** ***** **... ..... ..| STN      |                  | 
  |                 |                            |          |DESTNO   0        | 
  |                 |                            |          |DNNO    0-  0-222*| 
  ------------------------------------------------------------------------------ 
  | DIGIT INTERPRETATION                   VALID FOR ALL DIAL PLANS            | 
  ------------------------------------------------------------------------------ 
  |                 |    CALL PROGRESS STATE     |  DIGIT   | RESERVED/CONVERT | 
  |      CODE       |            1 11111 11112 22| ANALYSIS | DNI/ADD-INFO     | 
  |                 |0 12345 67890 12345 67890 12|  RESULT  | *=OWN NODE       | 
  ------------------------------------------------------------------------------ 
  | 8020            |. .**** ***** **... ..... ..| STN      | R                | 
  |                 |                            |          |DESTNO   0        | 
  |                 |                            |          |DNNO    0-  0-222*| 
  | 854             |. .**** ***** **... ..... ..| NETW     | R                | 
  |                 |                            |          |DESTNO   2        | 
  |                 |                            |          |DNNO    0-  0-  0 | 
  | 9               |. .**** ***** **... ..... ..| TIE      |                  | 
  | *66             |. ....* ..... ..... ..... ..| SIGNON   |                  | 
  | *91             |. ....* ....* ..... ..... ..| MBOFF    |                  | 
  | #66             |. ....* ..... ..... ..... ..| SIGNOFF  |                  | 
  | #91             |. ....* ....* ..... ..... ..| MBON     |                  | 
  | ##22            |. ..... ..... ..... ....* ..| DAKY     |                  | 
  | ##24            |. ..... ..... ..... ....* ..| DSSKY    |                  | 
  | ##25            |. ..... ..... ..... ....* ..| FWDKY    |                  | 
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  | ##26            |. ..... ..... ..... ....* ..| HTKY     |                  | 
  | ##27            |. ..... ..... ..... ....* ..| KNOVRKY  |                  | 
  | ##28            |. ..... ..... ..... ....* ..| MBKY     |                  | 
  ------------------------------------------------------------------------------ 
  | DIGIT INTERPRETATION                   VALID FOR ALL DIAL PLANS            | 
  ------------------------------------------------------------------------------ 
  |                 |    CALL PROGRESS STATE     |  DIGIT   | RESERVED/CONVERT | 
  |      CODE       |            1 11111 11112 22| ANALYSIS | DNI/ADD-INFO     | 
  |                 |0 12345 67890 12345 67890 12|  RESULT  | *=OWN NODE       | 
  ------------------------------------------------------------------------------ 
  | ##29            |. ..... ..... ..... ....* ..| MSGRKY   |                  | 
  | ##35            |. ..... ..... ..... ....* ..| TIMEKY   |                  | 
  | ##36            |. ..... ..... ..... ....* ..| VCKY     |                  | 
  | ##37            |. ..... ..... ..... ....* ..| VCRKY    |                  | 
  | ##38            |. ..... ..... ..... ....* ..| CCKY     |                  | 
  | ##39            |. ..... ..... ..... ....* ..| CONFKY   |                  | 
  | ##41            |. ..... ..... ..... ....* ..| NAMEKY   |                  | 
  | ##42            |. ..... ..... ..... ....* ..| PARKKY   |                  | 
  | ##43            |. ..... ..... ..... ....* ..| REMKY    |                  | 
  | ##44            |. ..... ..... ..... ....* ..| STKY     |                  | 
  | ##45            |. ..... ..... ..... ....* ..| CBKKY    |                  | 
  | ##46            |. ..... ..... ..... ....* ..| CONSKY   |                  | 
  | ##47            |. ..... ..... ..... ....* ..| DNDKY    |                  | 
  | ##48            |. ..... ..... ..... ....* ..| EXHOLDKY |                  | 
  | ##49            |. ..... ..... ..... ....* ..| HOLDKY   |                  | 
  | ##50            |. ..... ..... ..... ....* ..| IUSEKY   |                  | 
  | ##51            |. ..... ..... ..... ....* ..| LNRKY    |                  | 
  ------------------------------------------------------------------------------ 
  | DIGIT INTERPRETATION                   VALID FOR ALL DIAL PLANS            | 
  ------------------------------------------------------------------------------ 
  |                 |    CALL PROGRESS STATE     |  DIGIT   | RESERVED/CONVERT | 
  |      CODE       |            1 11111 11112 22| ANALYSIS | DNI/ADD-INFO     | 
  |                 |0 12345 67890 12345 67890 12|  RESULT  | *=OWN NODE       | 
  ------------------------------------------------------------------------------ 
  | ##52            |. ..... ..... ..... ....* ..| PRIVKY   |                  | 
  | ##53            |. ..... ..... ..... ....* ..| RLSKY    |                  | 
  | ##54            |. ..... ..... ..... ....* ..| SNRKY    |                  | 
  | ##55            |. ..... ..... ..... ....* ..| TRNSKY   |                  | 
  | ##56            |. ..... ..... ..... ....* ..| RCTOFFKY |                  | 
  | ##57            |. ..... ..... ..... ....* ..| TOGGLEKY |                  | 
  ------------------------------------------------------------------------------ 
 
AMO-WABE -111       DIALLING PLANS, FEATURE ACCESS CODES                          
DISPLAY COMPLETED; 
 

Enbloc Sending Dial Plan, DPLN 
 
<dis-richt:lrte,111; 
DIS-RICHT:LRTE,111; 
H500:  AMO RICHT STARTED 
+---------------------------------------------------------------+                
| LRTE = 111    NAME = ROPT CCM         (NEUTRAL)  SRVC = ALL   |                
| DNNO =        111  DESTNO = 111                               |                
| ROUTOPT = YES    REROUT = YES   PLB = NO     FWDBL = NO       |                
| MFV: CNV=WITHOUT DSP=WITHOUT TEXT=                 PULS=      |                
| ROUTENO =    15 BUGS = LIN  ROUTATT = NO       MAINGRP =   15 |                
| INFO =                                                        |                
+---------------------------------------------------------------+ 
| TGRP =  38 LDAT PRI MWI            (NEUTRAL)  SUBGROUP =    9 | 
+---------------------------------------------------------------+ 
 
 

Overlap Sending Dial Plan, DPLN 
 
<DISPLAY-LDPLN:TYPE=LDP,LDPNO=43; 
DISPLAY-LDPLN:TYPE=LDP,LDPNO=43; 
H500:  AMO LDPLN STARTED 
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   +--------------+------------------------------------------+                   
   |              |                                          |                   
   | LDPNO :   43 | LDP : 38-X                            |                   
   |              | SPC : 22                                 |                   
   +--------------+------+------+------++------+------+------+                   
   |              | DPLN | LRTE | LAUTH|| DPLN | LRTE | LAUTH|                   
   |              +------+------+------++------+------+------+ 
   |              |   0  |   38 |   1  ||   8  |      |      | 
   |              |   1  |      |      ||   9  |      |      | 
   |              |   2  |      |      ||  10  |      |      | 
   |              |   3  |      |      ||  11  |      |      | 
   |              |   4  |      |      ||  12  |      |      | 
   |              |   5  |      |      ||  13  |      |      | 
   |              |   6  |      |      ||  14  |      |      | 
   |              |   7  |      |      ||  15  |      |      | 
   +--------------+------+------+------++------+------+------+ 
 
AMO-LDPLN-111       ADMINISTRATION LCR DIALPLAN 
DISPLAY COMPLETED; 
 

PSTN Dial Plan, DPLN 
DIS-LDPLN:LDP,34; 
H500:  AMO LDPLN STARTED 
   +--------------+------------------------------------------+                   
   |              |                                          |                   
   | LDPNO :   34 | LDP : 9-1650-XXXXXXX                     |                   
   |              | SPC : 22                                 |                   
   +--------------+------+------+------++------+------+------+                   
   |              | DPLN | LRTE | LAUTH|| DPLN | LRTE | LAUTH|                   
   |              +------+------+------++------+------+------+ 
   |              |   0  |  916 |   1  ||   8  |      |      | 
   |              |   1  |      |      ||   9  |      |      | 
   |              |   2  |      |      ||  10  |      |      | 
   |              |   3  |      |      ||  11  |      |      | 
   |              |   4  |      |      ||  12  |      |      | 
   |              |   5  |      |      ||  13  |      |      | 
   |              |   6  |      |      ||  14  |      |      | 
   |              |   7  |      |      ||  15  |      |      | 
   +--------------+------+------+------++------+------+------+ 
 
AMO-LDPLN-111       ADMINISTRATION LCR DIALPLAN                                  
DISPLAY COMPLETED;  
 
 
 

BCSU 
<DISPLAY-BCSU:TYPE=TBL,LTG=1,LTU=1,SLOT=73; 
DISPLAY-BCSU:TYPE=TBL,LTG=1,LTU=1,SLOT=73; 
H500:  AMO BCSU  STARTED 
 
 ADDRESS : LTG  1  LTU 1                                                         
-----+-----------+---------+---+---+-+------------+-----+--------+------------+  
     | ASSIGNED  | MODULE  |FCT|HWY| | INSERTED   |     |        | MODULE     |  
 PEN | MODULE    | TYPE    |ID |BDL| | MODULE     |STATE| HW-INFO| STATUS     |  
-----+-----------+---------+---+---+-+------------+-----+--------+------------+ 
  73 | Q2196-X     DIU-N2     1  A | | Q2196-X    |  1  | -04 -  | READY      | 
 
AMO-BCSU -111       BOARD CONFIGURATION, SWITCHING UNIT                          
DISPLAY COMPLETED; 
 

Class of Trunk, COT 
<dis-cot:4; 
DIS-COT:4; 
H500:  AMO COT   STARTED 
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   COT:   4  INFO: 4:Q931 EXTERNAL            
   DEVICE: INDEP        SOURCE: DB                                               
   PARAMETER: 
        PRIORITY FOR AC WILL BE DETERMINED FROM MESSAGE               PRI 
        RECALL IF USER HANGS UP IN CONSULTATION CALL                  RCL 
        TRUNK CALL TRANSFER                                           XFER 
        TRUNK SIGNALING ANSWER                                        ANS 
        CHANGEOVER FROM HOLD TO RING TONE                             CHRT 
        KNOCKING OVERRIDE POSSIBLE                                    KNOR 
        CALL EXTEND FOR BUSY, RING OR CALL STATE                      CEBC 
        NETWORKWIDE AUTOMATIC CALLBACK ON BUSY                        CBBN 
        NETWORKWIDE AUTOMATIC CALLBACK ON FREE                        CBFN 
        NETWORKWIDE CALL FORWARDING PERMITTED                         FWDN 
        DON'T RELEASE CALL TO BUSY HUNT GROUP                         BSHT 
        SEND NO NODE NUMBER TO PARTNER                                LWNC 
        CONNECTION TO ROUTE OPTIMIZATION NODE                         ROPT 
        INCOMING CIRCUIT FROM SYSTEM WITHOUT LCR                      NLCR 
        TSC-SIGNALING FOR NETWORKWIDE FEATURES (MANDATORY)            TSCS 
        INCOMING CDR BY ZONE OR FROM LINE                             ICZL 
        INCOMING CIRCUIT FROM SYSTEM WITHOUT LCR (DATA)               NLRD 
        INTERWORKING CALLBACK - NO ANSWER AND MAILBOX CALLBACK        IWCB 
        LINE WITH IMPLICIT NUMBERS                                    LINO 
        CONTROLLED TRUNK AND LINE SELECTION                           CTLS 
        NO TONE                                                       NTON 
 
AMO-COT  -111       CLASS OF TRUNK FOR CALL PROCESSING                           
DISPLAY COMPLETED; 
 

Class of Parameter for Device Handler, COP 
<DISPLAY-COP:COPNO=4; 
DISPLAY-COP:COPNO=4; 
H500:  AMO COP   STARTED 
 
   COP:   4  INFO: 4:Q931            
   DEVICE: INDEP        SOURCE: DB                                               
   PARAMETER: 
        LINE WITH END-OF-DIAL                                         EOD 
        SPECIAL MODE                                                  SFRM 
        CODE CALLING RELEASE AFTER EVERY TASK                         CCR 
        REGISTRATION OF LAYER 3 ADVISORIES                            L3AR 
 
AMO-COP  -111       CLASS OF PARAMETER FOR DEVICE HANDLER                        
DISPLAY COMPLETED; 
 
 

Class of Service, COSSU 
 
<DISPLAY-COSSU:TYPE=COS,COS=32; 
DISPLAY-COSSU:TYPE=COS,COS=32; 
H500:  AMO COSSU STARTED 
   +------+----------+---------+---------+---------+----------+                  
   | COS  |  VOICE   |   FAX   |   TTX   |   VTX   |    DTE   |                  
   +------+----------+---------+---------+---------+----------+ 
   |   32 |>32:TRUNKS                                         | 
   |      |      TA  |   NOCO  |   NOCO  |   NOCO  |      TA  | 
   |      |  TNOTCR  |  NOTIE  |  NOTIE  |  NOTIE  |  TNOTCR  | 
   |      |          |         |         |         |   BASIC  | 
   |      |          |         |         |         |     MSN  | 
   |      |          |         |         |         |  CDRINT  | 
   |      |          |         |         |         |  MULTRA  | 
   |      |          |         |         |         |          |                  
   +------+----------+---------+---------+---------+----------+ 
AMO-COSSU-111       CLASSES OF SERVICE, SWITCHING UNIT                           
DISPLAY COMPLETED; 
 
<DISPLAY-COSSU:TYPE=LCOSV,LCOSV=32; 
DISPLAY-COSSU:TYPE=LCOSV,LCOSV=32; 
H500:  AMO COSSU STARTED 
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   +----+----------------------------------------------------------------+-----+ 
   |LCOS|                             LAUTH                              | LCR | 
   |  V |         1         2         3         4         5         6    |OPTS=| 
   |    |1234567890123456789012345678901234567890123456789012345678901234|LCRET| 
   |    |>SERVICE INFORMATION                                            | LCR | 
   +----+----+----|----+----|----+----|----+----|----+----|----+----|----+-----+ 
   |  32|XXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXX|  .  | 
   |    |>32:TRUNKS                                                            | 
   +----+----------------------------------------------------------------+-----+ 
 
AMO-COSSU-111       CLASSES OF SERVICE, SWITCHING UNIT                           
DISPLAY COMPLETED; 
 

Trunk Group Access Code, BUEND 
<DISPLAY-BUEND:TGRP=38; 
DISPLAY-BUEND:TGRP=38; 
H500:  AMO BUEND STARTED 
 
+------------------------------- FORMAT = L -----------------------------------+ 
|  TGRP NUMBER :    38   TGRP NAME   : PRI MWI            MAXIMUM NO.   :   30 | 
|                        CHARCON     : NEUTRAL                                 | 
|  SUBGROUP NO.:     9   DEVICE TYPE : S2CONN             TRACENO       :    0 | 
|  RESERVED    :     N   SEARCH MODE : CIRCULAR           ACD THRESHOLD :    * | 
|  NUMBER OF ASSOCIATED ROUTES       :   4                PRIORITY      :    2 | 
|  THE FOLLOWING TRUNKS (LTG-LTU-SLOT-CCT) HAVE BEEN ALLOCATED:                | 
+------------------------------------------------------------------------------+ 
|   1- 1- 73-1   B-CHL:  1 |  1- 1- 73-1   B-CHL:  2 |  1- 1- 73-1   B-CHL:  3 | 
|   1- 1- 73-1   B-CHL:  4 |  1- 1- 73-1   B-CHL:  5 |  1- 1- 73-1   B-CHL:  6 | 
|   1- 1- 73-1   B-CHL:  7 |  1- 1- 73-1   B-CHL:  8 |  1- 1- 73-1   B-CHL:  9 | 
|   1- 1- 73-1   B-CHL: 10 |  1- 1- 73-1   B-CHL: 11 |  1- 1- 73-1   B-CHL: 12 | 
|   1- 1- 73-1   B-CHL: 13 |  1- 1- 73-1   B-CHL: 14 |  1- 1- 73-1   B-CHL: 15 | 
|   1- 1- 73-1   B-CHL: 16 |  1- 1- 73-1   B-CHL: 17 |  1- 1- 73-1   B-CHL: 18 | 
|   1- 1- 73-1   B-CHL: 19 |  1- 1- 73-1   B-CHL: 20 |  1- 1- 73-1   B-CHL: 21 | 
|   1- 1- 73-1   B-CHL: 22 |  1- 1- 73-1   B-CHL: 23 |  1- 1- 73-1   B-CHL: 24 | 
|   1- 1- 73-1   B-CHL: 25 |  1- 1- 73-1   B-CHL: 26 |  1- 1- 73-1   B-CHL: 27 | 
|   1- 1- 73-1   B-CHL: 28 |  1- 1- 73-1   B-CHL: 29 |  1- 1- 73-1   B-CHL: 30 | 
+------------------------------------------------------------------------------+ 
 
AMO-BUEND-111       TRUNK GROUP                                                  
DISPLAY COMPLETED; 
 

Trunk Configuration, TDCSU 
For Master-side Configuration 
 
<dis-tdcsu:1-1-73-1; 
DIS-TDCSU:1-1-73-1; 
H500:  AMO TDCSU STARTED 
  +------------------------ DIGITAL TRUNK (FORMAT=L) -------------------------+  
  |             DEV = S2CONN                   PEN =  1-01-073-1              |  
  |---------------------------------------------------------------------------|  
  | COTNO    = 4             COPNO    = 4             DPLN     = 0            |  
  | ITR      = 0             COS      = 32            LCOSV    = 32           |  
  | LCOSD    = 32            CCT      = HIPATH S2     DESTNO   = 111          |  
  | PROTVAR  = ETSI          SEGMENT  = 1             TCHARG   = N            |  
  | SUPPRESS = 0             DGTPR    =               CHIMAP   = N            |  
  | ISDNCC   =               ISDNAC   =               ISDNLC   =              |  
  | ISDNIP   =               ISDNNP   =                                       |  
  | PNPL2C   =               PNPL1C   =               PNPLC    =              |  
  | PNPL2P   =               PNPL1P   =               PNPAC    =              |  
  | TRACOUNT = 31            SATCOUNT = MANY          NNO      = 111          |  
  | ALARMNO  = 0             FIDX     = 1             CARRIER  = 1            |  
  | ZONE     = EMPTY         COTX     = 4             FWDX     = 5            |  
  | DOMTYPE  =               DOMAINNO =               TPROFNO  =              |  
  | INIGHT   =                                                                |  
  | CCHDL    =               UUSCCX   = 16            UUSCCY   = 8            |  
  |---------------------------------------------------------------------------| 
  | TGRP     = 38            SRCHMODE = CIR           BCNEG    = Y            |  
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  | BCGR     = 1             INS      = Y             LWPAR    = 2            |  
  | LWPP     = 0             LWLT     = 0             LWPS     = 0            |  
  | LWR1     = 0             LWR2     = 0                                     |  
  | BCHAN    1 && 30                                                          |  
  |                                                                           |  
  +---------------------------------------------------------------------------+ 
  AMOUNT OF B-CHANNELS IN THIS DISPLAY-OUTPUT: 30 
 
AMO-TDCSU-111       DIGITAL TRUNKS                                               
DISPLAY COMPLETED; 
 
<DISPLAY-LWPAR:INFOPAT="2"; 
DISPLAY-LWPAR:INFOPAT="2"; 
H500:  AMO LWPAR STARTED 
 
    
   +-----------------------------------------------------------------------+     
   | LOADWARE PARAMETERS     CIRCUIT TYPE: DIUS2  SOURCE:DB    BLOCK:    2 |     
   +-----------------------------------------------------------------------+     
   | LNTYPE   = COPPER         VERSION  = S2           QUAL     =  ON      |     
   | MASTER   = Y              DCHAN1   = 16           DCHAN2   = 0        |     
   | PATTERN  = D5H            QUAL1    =  10 SEC.     QUAL2    =  10 MIN. |     
   | SMD      = Y              PERMACT  = Y            FCBAB    = DFH      |     
   | CDG      = N              FIXEDTEI = 0            CNTRNR   = 255      |     
   | TEIVERIF = N              CRC4REP  = N                                |     
   | DEV      = INDEP                                                      |     
   | INFO     = 2:COPPER-MASTER CLOCK.(CORNET)                             |     
   +-----------------------------------------------------------------------+ 
 
AMO-LWPAR-111       LOADWARE PARAMETERS FOR NETWORKING MODULES                   
DISPLAY COMPLETED; 
 

For Slave-side Configuration 
<dis-tdcsu:1-1-73-1; 
DIS-TDCSU:1-1-73-1; 
H500:  AMO TDCSU STARTED 
  +------------------------ DIGITAL TRUNK (FORMAT=L) -------------------------+  
  |             DEV = S2CONN                   PEN =  1-01-073-1              |  
  |---------------------------------------------------------------------------|  
  | COTNO    = 4             COPNO    = 4             DPLN     = 0            |  
  | ITR      = 0             COS      = 32            LCOSV    = 32           |  
  | LCOSD    = 32            CCT      = HIPATH S2     DESTNO   = 111          |  
  | PROTVAR  = ETSI          SEGMENT  = 1             TCHARG   = N            |  
  | SUPPRESS = 0             DGTPR    =               CHIMAP   = N            |  
  | ISDNCC   =               ISDNAC   =               ISDNLC   =              |  
  | ISDNIP   =               ISDNNP   =                                       |  
  | PNPL2C   =               PNPL1C   =               PNPLC    =              |  
  | PNPL2P   =               PNPL1P   =               PNPAC    =              |  
  | TRACOUNT = 31            SATCOUNT = MANY          NNO      = 111          |  
  | ALARMNO  = 0             FIDX     = 1             CARRIER  = 1            |  
  | ZONE     = EMPTY         COTX     = 4             FWDX     = 5            |  
  | DOMTYPE  =               DOMAINNO =               TPROFNO  =              |  
  | INIGHT   =                                                                |  
  | CCHDL    =               UUSCCX   = 16            UUSCCY   = 8            |  
  |---------------------------------------------------------------------------| 
  | TGRP     = 38            SRCHMODE = CIR           BCNEG    = Y            |  
  | BCGR     = 1             INS      = Y             LWPAR    = 3            |  
  | LWPP     = 0             LWLT     = 0             LWPS     = 0            |  
  | LWR1     = 0             LWR2     = 0                                     |  
  | BCHAN    1 && 30                                                          |  
  |                                                                           |  
  +---------------------------------------------------------------------------+ 
  AMOUNT OF B-CHANNELS IN THIS DISPLAY-OUTPUT: 30 
 
AMO-TDCSU-111       DIGITAL TRUNKS                                               
DISPLAY COMPLETED; 
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<DISPLAY-LWPAR:INFOPAT="3"; 
DISPLAY-LWPAR:INFOPAT="3"; 
H500:  AMO LWPAR STARTED 
 
   +-----------------------------------------------------------------------+     
   | LOADWARE PARAMETERS     CIRCUIT TYPE: DIUS2  SOURCE:DB    BLOCK:    3 |     
   +-----------------------------------------------------------------------+     
   | LNTYPE   = COPPER         VERSION  = S2           QUAL     =  ON      |     
   | MASTER   = N              DCHAN1   = 16           DCHAN2   = 0        |     
   | PATTERN  = D5H            QUAL1    =  10 SEC.     QUAL2    =  10 MIN. |     
   | SMD      = N              PERMACT  = Y            FCBAB    = DFH      |     
   | CDG      = N              FIXEDTEI = 0            CNTRNR   = 255      |     
   | TEIVERIF = N              CRC4REP  = N                                |     
   | DEV      = INDEP                                                      |     
   | INFO     = 3:COPPER-DERIVE CLOCK(CORNET)                              |     
   +-----------------------------------------------------------------------+ 
 
AMO-LWPAR-111       LOADWARE PARAMETERS FOR NETWORKING MODULES                   
DISPLAY COMPLETED; 
 
 
 

PSTN Trunk Configuration, TDCSU 
<dis-tdcsu 
PEN1 = 1-1-79-1; 
DIS-TDCSU:1-1-79-1; 
H500:  AMO TDCSU STARTED 
  +------------------------ DIGITAL TRUNK (FORMAT=L) -------------------------+  
  |             DEV = S2CONN                   PEN =  1-01-079-1              |  
  |---------------------------------------------------------------------------|  
  | COTNO    = 4             COPNO    = 4             DPLN     = 0            |  
  | ITR      = 0             COS      = 32            LCOSV    = 32           |  
  | LCOSD    = 32            CCT      =               DESTNO   = 59           |  
  | PROTVAR  = ETSI          SEGMENT  = 1             TCHARG   = N            |  
  | SUPPRESS = 0             DGTPR    =               CHIMAP   = N            |  
  | ISDNCC   =               ISDNAC   =               ISDNLC   =              |  
  | ISDNIP   =               ISDNNP   =                                       |  
  | PNPL2C   =               PNPL1C   =               PNPLC    =              |  
  | PNPL2P   =               PNPL1P   =               PNPAC    =              |  
  | TRACOUNT = 31            SATCOUNT = MANY          NNO      = 59           |  
  | ALARMNO  = 0             FIDX     = 1             CARRIER  = 1            |  
  | ZONE     = EMPTY         COTX     = 4             FWDX     = 10           |  
  | DOMTYPE  =               DOMAINNO =               TPROFNO  =              |  
  | INIGHT   =                                                                |  
  | CCHDL    =               UUSCCX   = 16            UUSCCY   = 8            |  
  |---------------------------------------------------------------------------| 
  | TGRP     = 71            SRCHMODE = CIR           BCNEG    = N            |  
  | BCGR     = 1             INS      = Y             LWPAR    = 2            |  
  | LWPP     = 0             LWLT     = 0             LWPS     = 0            |  
  | LWR1     = 0             LWR2     = 0                                     |  
  | BCHAN    1 && 30                                                          |  
  |                                                                           |  
  +---------------------------------------------------------------------------+ 
  AMOUNT OF B-CHANNELS IN THIS DISPLAY-OUTPUT: 30 
 
AMO-TDCSU-111       DIGITAL TRUNKS                                               
DISPLAY COMPLETED; 
 
 

Reference Clock Configuration, REFTA 
For Master-side Configuration 
 
<DISPLAY-REFTA:TYPE=CIRCUIT,PEN=1-1-73-1; 
DISPLAY-REFTA:TYPE=CIRCUIT,PEN=1-1-73-1; 
H500:  AMO REFTA STARTED 
   +--------------------------------------------------------------------------+  
   |           R E F E R E N C E   C L O C K   C I R C U I T S                |  
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   +--------------+---------+-----------+------+--------+------+--------+-----+  
   | PEN          | MODULE  | DEVICE    | PRI  | ERROR  |BLOCK | SUPP.  |READY|  
   |              |         |           |      |        |      |        |BUT  |  
   |              |         |           |      |        |      |        |ASYN.|  
   +--------------+---------+-----------+------+--------+------+--------+-----+ 
   |  1- 1- 73- 1 | DIU-N2  | S2CONN    |    0 |  59090 |    N |        |  N  | 
   +--------------+---------+-----------+------+--------+------+--------+-----+ 
 
AMO-REFTA-111       REFERENCE CLOCK TABLE                                        
DISPLAY COMPLETED; 
 

For Slave-side Configuration 
 
<DISPLAY-REFTA:TYPE=CIRCUIT,PEN=1-1-73-1; 
DISPLAY-REFTA:TYPE=CIRCUIT,PEN=1-1-73-1; 
H500:  AMO REFTA STARTED 
   +--------------------------------------------------------------------------+  
   |           R E F E R E N C E   C L O C K   C I R C U I T S                |  
   +--------------+---------+-----------+------+--------+------+--------+-----+  
   | PEN          | MODULE  | DEVICE    | PRI  | ERROR  |BLOCK | SUPP.  |READY|  
   |              |         |           |      |        |      |        |BUT  |  
   |              |         |           |      |        |      |        |ASYN.|  
   +--------------+---------+-----------+------+--------+------+--------+-----+ 
   |  1- 1- 73- 1 | DIU-N2  | S2CONN    |  11  |  59090 |    N |        |  N  | 
   +--------------+---------+-----------+------+--------+------+--------+-----+ 
 
AMO-REFTA-111       REFERENCE CLOCK TABLE                                        
DISPLAY COMPLETED; 
 

Trunk Least Cost Routing Configuration 

LDAT 

 
<DISPLAY-LDAT:TYPE=LCR,LROUTE=38; 
DISPLAY-LDAT:TYPE=LCR,LROUTE=38; 
H500:  AMO LDAT  STARTED 
   +--------------------------------------------------------------------------+  
   | LROUTE = 38    LDPLN      NAME = PRI                      SERVICE =  ALL |  
   | TYPE = LCR                                   DNNO OF ROUTE  =        111 |  
   | SERVICE INFO =                                                           |  
   +-------+-------+-------+-----+-----+----------+------------+----+---------+  
   |       |       |       |     |     | SCHEDULE | CARRIER    |BAND|         |  
   | LRTEL |  LVAL |  TGRP | ODR |LAUTH| ABCDEFGH |       ZONE |WDTH|   LATTR |  
   +-------+-------+-------+-----+-----+----------+------------+----+---------+ 
   |     1 |     1 |    38 |   1 |   1 | ******** | 1    EMPTY |  1 |    NONE | 
   |       | DNNO = 1 -1  -999                                      |         | 
   +-------+-------+-------+-----+-----+----------+------------+----+---------+ 
 
AMO-LDAT -111       LCR-DIRECTIONS                                               
DISPLAY COMPLETED; 
 

RICHT 

 
<dis-richt:lrte,111; 
DIS-RICHT:LRTE,111; 
H500:  AMO RICHT STARTED 
+---------------------------------------------------------------+                
| LRTE = 111    NAME = ROPT CCM         (NEUTRAL)  SRVC = ALL   |                
| DNNO =        111  DESTNO = 111                               |                
| ROUTOPT = YES    REROUT = YES   PLB = NO     FWDBL = NO       |                
| MFV: CNV=WITHOUT DSP=WITHOUT TEXT=                 PULS=      |                
| ROUTENO =    15 BUGS = LIN  ROUTATT = NO       MAINGRP =   15 |                
| INFO =                                                        |                
+---------------------------------------------------------------+ 
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| TGRP =  38 LDAT PRI MWI            (NEUTRAL)  SUBGROUP =    9 | 
+---------------------------------------------------------------+ 
 
AMO-RICHT-111       TRUNK ROUTING                                                
DISPLAY COMPLETED; 
 

PSTN RICHT 

 
DIS-RICHT:LRTE,916,; 
H500:  AMO RICHT STARTED 
+---------------------------------------------------------------+                
| LRTE = 916    NAME = 91650 PSTN       (NEUTRAL)  SRVC = ALL   |                
| DNNO =        59   DESTNO =  59                               |                
| ROUTOPT = YES    REROUT = YES   PLB = NO     FWDBL = NO       |                
| MFV: CNV=WITHOUT DSP=WITHOUT TEXT=                 PULS=      |                
| ROUTENO =    20 BUGS = LIN  ROUTATT = NO       MAINGRP =   20 |                
| INFO =                                                        |                
+---------------------------------------------------------------+ 
| TGRP =  71 LDAT CLOSED NUMBER E1   (NEUTRAL)  SUBGROUP =   19 | 
+---------------------------------------------------------------+ 
 
AMO-RICHT-111       TRUNK ROUTING                                                
DISPLAY COMPLETED; 
 

LCR Out-dial Rules, LODR 

 
<dis-lodr:1; 
DIS-LODR:1; 
H500:  AMO LODR  STARTED 
   +-------------------------------------------------------+ 
   |  ODR     POSITION  CMD         PARAMETER              | 
   +--------+----------------------------------------------+ 
   |    1   |      1    ECHO        2                      | 
   |        |      2    END                                | 
   +--------+----------------------------------------------+ 
   |INFO:PSTN                                              | 
   +-------------------------------------------------------+ 
H03: THE NEXT FREE ODR IS 7 
 
AMO-LODR -111       ADMINISTRATION OF LCR OUTDIAL RULES                          
DISPLAY COMPLETED; 
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Configuring Cisco Unified CallManager 

6608-E1 Gateway Configuration  
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Enbloc Route Pattern Configuration 
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Overlap Sending Route Pattern Configuration 
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PSTN Route Pattern Configuration 
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7960 IP phone Configuration 
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Important Information 
THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS MANUAL ARE SUBJECT TO CHANGE 
WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO BE 
ACCURATE BUT ARE PRESENTED WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE FULL 
RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS. 

IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT, SPECIAL, CONSEQUENTIAL, OR 
INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION, LOST PROFITS OR LOSS OR DAMAGE TO DATA ARISING OUT 
OF THE USE OR INABILITY TO USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. 
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